
Finish: QTY:

Notes:

 Match clearance with other brackets      Line up base plates

C
E

D G

B Slider Nut & Screw
(Default)

1″ Strap

 Top Mount Top  Bottom Mount Bottom

MOUNT POSITION:
F

C R P C R P

C: Clearance
R: Return
P: Projection
F: F-Space

Rod Diameter Motorized*

Min. Back 
Return (C) 2 ¼″ 2 ½″ 3″ 4 ⅝″
Min. Front 
Return (E) 5 ¾″ 6″ 6 ½″ 8 ⅛″

*NOTE: Motorized 1 ⅛″ rods
require a return of  4 ⅝″ to
account for the motor.

 Standard Mount

}1”

 Standard

F: 1″

A

A: Width of Base Plate - 1″ Standard
B: Height of Base Plate - 5″ Standard
C/E: Back/Front Return - See chart for minimums
 Minimum distance between returns is 3 ½″
D/G: Back/Front Rod Diameter - 1″ Square, 1 ⅛″ to 1 ¾
F:  F-Space (top of base to top of arm) - 1″ Standard

3294 N. Nevada St.
Chandler, AZ 85225
4 8 0 - 4 9 7 - 8 1 9 1

Email to orders@helserbrothers.com or attach to your web order at checkout at www.helserbrothers.com
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