Rev. 11/24 P d =

HELSER :2¢vnewsas.  CEILING MOUNT BYPASS BRACKET
THE

Chandler,AZ85225

RS 4s0-497-s191  w/ VERTICAL BASE CUSTOM FORM

Company Name: Invoice #: Sidemark: Date:

7" 1%" | 134" 2" A: Width of Base Plate - 4" Standard

B: Depth of Base Plate - 1" Standard
Min. Drop (C) 2" 23" | 33" | 4%" | C:Drop - See chart

D: Rod Diameter - 7%&" to 2"

CIEae:IaU;EZd(F) 1 %" 1%" | 13" | 134" | F:Required Clearance - Not customizable; See chart

NOTE: Minimum drops are needed to allow for the
rod to be lifted into the bracket saddle. If a shorter

B A drop is needed, there are some alternate installation
- - options:
. e 008%% 0000000000000 0c%cccgoccccccccccccccccnne 2o )
'i —— — » Assembling the rod onto the bracket before
: installation

» Sliding rod into saddle from the side.

Both options may require more than one installer.

----- 1" Strap

\ Self-Tapping Screw

D (Default)

U D: Drop Finish: QTY:

Notes:

[] Match clearance with other brackets [ ]JLine up base plates

Email to orders@helserbrothers.com or attach to your web order at checkout at www.helserbrothers.com
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