
3294 N. Nevada Street
Chandler, AZ 85225
480.497.8191

Email to orders@helserbrothers.com or attach to your web order at checkout at www.helserbrothers.com

Company Name: PO #: Sidemark: Date:

Finish: QTY:

Notes:

          q Match drop with other brackets     q Line up base plates

A

D

B

NOTE: If a screw option is not chosen, the 
default for the strap material will be used.

q Thumb Screw
(Default for 1” Strap)

q No Screw
(Default for 1/2” Strap)

q Self-Tapping Screw
(Optional)

C: 7/8”

NOTE: 
Minimum drops are needed to allow for the rod 
to be lifted into the bracket saddle. If a shorter 
drop is needed, there are some alternate 
installation options:

•	 Assembling the rod onto the bracket 
before installation

•	 Sliding rod into saddle from the side.

Both options may require more than one installer.

A: Width of Base Plate - 1” Standard
B: Depth of Base Plate - 4” Standard, 3” Min/Petite Stnd.
C: Rod Diameter - 7/8” Square
D: Drop - 2” Minimum*

Strap Material:
q 1” (Standard) 

or 
q 1/2” (Petite)
For up to 7/8” only

DD: Drop

Ceiling Mount Square Bracket 
w/ Vertical Base Custom Form


	Print: 
	Submit: 
	Clear: 
	Company Name: 
	PO: 
	Sidemark: 
	Date24_af_date: 
	A: 
	B: 
	Finish: 
	QTY: 
	Text23: 
	Group27: Off
	Group28: Off
	Check Box26: Off
	Check Box27: Off
	D: 


