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RIPPLEFOLD CHART
Drapery
Fullness 
Factor
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Carrier
Spacing

(On Center)

Diagram of 
Ripplefold Spacing

(per 25 spaces)

Stackback
(% of Rod Width)

Stackback
Depth

60% 1.6 2 5/8” 62 - 66” 27% 4 1/4"

80% 1.8 2 3/8” 56 - 60” 27% 4 1/4”

100% 2.0 2 1/8” 51 - 54” 31% 4 1/4”

120% 2.2 1 7/8” 45 - 48” 36% 4 1/4”

8-Wheeled Buttmaster Carriers 
w/ 3 Snaps Spec Sheet

This diagram shows a bird’s eye view of our 8-Wheeled 
Buttmaster Carriers with 3 Snaps, Shown at 75% scale. 

Used for Buttmaster Ripplefold Applications on Traverse 
Rods and Tracks. Best used with Wheeled Connected Carriers.

1” 

The tape is spaced to snap on 
to the Butt Master in these two 

positions to create a loop.

Top button pulls out of 
the top of a carrier and is 
snapped into the top of 

the master carrier.

The first master carrier snap and the top button are 1” apart. In order to 
maintain the fold depth, move the top button 1”  towards the first carrier. 
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4 1/4” 


